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Equestrian Use

Elastic and kind to joints

Non-slip, safe and crackproof

Weatherproof and environmentally friendly

Resistant to frost and UV radiation

Easy to fit borders, edges or cut to shape

Why EquiGrids?

Preparations

Example: Manège EquiGrids

Immediately natural appearance

Regulation of the water level

Immediately loadable and practical

No more muddy feeding and entrance areas

Safety locking system, 20-year guarantee

Surface reinforcement with natural drainage

Edge restraint

Determining how much sand, 
broken stone etc you need.

Before determining how much 
chippings / broken stone etc. you 
need, you should specify exactly 
the height of the surfaces. With 
larger surfaces, you should work 
with a spirit level or laser.

If you do not build a base layer, surface 
drainage is not assured. Not only that, 
but movement in the natural soil can 
also cause unevenness. EquiGrids 
considerably increase the load capacity 
of the surface, EquiGrids greatly reduce 
the required thickness of any tread layer 
and provide an excellent ride quality 
guaranteed for 20 years.

Tread layer
Recycled plastic edge 150mm x 30mm 
Sand, waxed, sand and rubber etc.

EquiGrids

Levelling layer (optional)

Install EquiGrids
Grid filled with good draining sharp sand

Levelling layer (15-20mm)

Geotextile layer
Clean fine stone or sharp sand to bed the grids in firmly

Geotextile membrane layer (min 100g)

Drainage layer Drainage layer
min 8-10cm

Optional drainage layer 

Put on broken stone/gravel grain size 5/32 mm 
or 5/46 mm or 8/16 mm and compact

Optional Drainage layer (if ground drains poorly)
Broken stone (30/60 - 
40/80) 10 to 30 cm 
The hight is dependant 
on CBR (See chart)

Foundation 

Put on broken stone/gravel grain size 5/32 mm 
or 5/46 mm can be a 30mm grid for additional 
stability and drainage.

Natural soil
Create an approx. 1-1.5% gradient in the ground



Working with the 
preconnected grids

EquiGrids is quick and easy to lay without machinery. The system 
is delivered in preconnected units of 12 sections and can be taken 

150mm x 30mm x (x) edges are 
available in various lengths up to 
3.2 m long.

straight off the pallet and laid in one go.

Installing 
To lay the grids, start in one corner of the area. The lugs of the 
row must point in the direction you are working in. The subsequent 
rows are then pressed into the lugs of the laid surface. We 
recommend using a plumb line when installing EquiGrids.

Disconnecting 
The preconnected sheets can be taken apart if necessary. Lay 
the sheet you wish to take apart on another sheet and, using your 
foot, press the tiles you want to remove down and out of the safety 
locking system.

Fitting (cutting to size) 
For quick and clean tile cutting, the following tools have been 
proved most effective in practice:

• Circular saw
• Flex (cutting disk)
• Compass saw

The EquiGrids System should be 
installed with a minimum 10mm gap 
between the grids and or edge and 
any hard surfaces. This is to allow 
for natural expansion.

To avoid surface distortion at the 
edges caused by the shear forces, 
the EquiGrids System can be 
fixed with ground anchors at the 
perimeter of the arena.

As an alternative to ‘J’ pins you 
may also just press down the rear 
part of the EquiGrids*.

*Direction of travel from left to right



Equestrian Use

Things to bear in mind!

Irrigate the surface before installing EquiGrids! Fleece from geotextiles reliably prevents mixing up the ground 
construction layers with the soil. If surfaces are required to be moist during use, EquiGrids TR40 can be used as 
alternative grid support due to in-built reservoirs within the structure.

Tip

For quick and clean cutting to size, a circular saw has 
proved most effective in practice.

For smaller corners which must be cut exactly to 
size, we recommend that you use a compass saw or 
strong pruning shears.

Do not cut the grids in advance. If possible, lay them 
over the border and then cut them. Use a small base 
(slat/board/EquiGrids tile) to make it easier to cut.

Accessories

• Edge restraints 
A black recycled plastic edge that firmly and 
securely pins to the EquiGrids tiles available in a 
150mm x 30mm profile of various lengths to suit 
applications.

• Slope angles 
Universal Slope angle adjustable up to 90°

• Curve pieces

• Ground anchor

• Geotextiles

Care instructions 
EquiGrids surfaces are simple to maintain as 
the surface is flat and free draining. Some 
re-distribution of the tread layer is required.
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